
INTERNATIONAL STANDARD ISO 7483:1991 c=jsj 
i!!SOI 

TECHNICAL CORRIGENDUM 1 

Published 1995-08-15 

INTERNATIONAL ORGANKATION FOR STANDARDRATION. ME>KCIYHAPOAHAF! OPTAHH3A~HR fl0 CTAH~APTH3A~HH~ ORGANISATION INj’ERNATI0hM.E DE NORMALISATION 

Dimensions of gaskets for use with flanges to ISO 7005 
TECHNICAL CORRIGENDUM 1 

Dimensions des joints 5 utiliser avec /es brides de /‘ISO 7005 

RECTIFICATIF TECHNIQUE 1 

Technical corrigendum 1 to International Standard ISO 7483:1991 was prepared by Technical Committee lSO/TC 5, Ferrous 
metal pipes and metallic fittings, Subcommittee SC 10, Metallic flanges and their joints. 

Page 24, table 74 

In row 3 (Ring number R,13), for PN 50 and PN 110, remplace nominal size DN 32 by DN 20 and for mean pitch diameter P, 
replace 42,34 mm by 42,86 mm. 

UDC 620762~W621.643.412 Ref. No. ISO 7483:1991/Cor.l:1995(E) 

Descriptors: pipelines, pipe joints, Seals (stopper& gaskets, spiral wound gaskets, metal gaskets, dimensions. 
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